
The best low cost, 
high value tool 
for efficient gold 
recovery. 

The most popular  

detectors in Africa

It features fully automatic 
operation and comes 
with a choice of coils, 
battery options and shaft 
configurations.

If you're looking for super 
sensitive gold performance 
at a great price, then this 
is the detector you've been 
waiting for!



Minelab Electronics Pty. Ltd.
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Adjustable Volume
Adjust to suit your 
hearing, with 6 
volume levels.

Gold Chance Indicator

Detect Modes

Low gold chance

Gold (Iron Reject) Deep All-Metal

High gold chance

Ultra Efficient Gold Recovery
The GOLD MONSTER 1000 turns beginners into experts with fully 

automatic operation in an easy-to-use, high performance detector. 

Extra sensitive VLF performance •
Fully automatic operation •

2 search coils included •
Highly adaptable •

Waterproof design* •
Easy quick start •

Automatic Sensitivity
Automatic and 
manual sensitivity 
for maximising your 
gold recovery.

Images and graphics are for illustration purposes only; Items and specifications may vary from 
those shown. | Minelab® and GOLD MONSTER 1000® are trademarks of Minelab Electronics Pty 
Ltd. | 4907-0877-2-GM-MEA-EN

Visit www.minelab.com 
to find your nearest dealer

Shaft Adaptability
For maximum versatility, you can 
use any shaft with the innovative 
new universal shaft clamps and 
yoke adapter system.

Detect Modes Gold (Iron reject), Deep All-Metal

Discrimination Gold Chance Indicator (high/low)

Ground Balance Automatic (Easy-Trak)

Noise Cancel Automatic (On start-up)

Sensitivity Adjust Manual 1–10, Auto, Auto +

Volume Adjust 1–6

Display Monochrome LCD

Detector Length 1382mm–944mm (54.4"–37.2")

Detector Weight (with10" × 6" coil) 1.33kg (2.94lbs) (excluding battery)

Audio Output Internal speaker or headphones 3.5mm (1/8")

Coils (standard) 10" × 6" Double-D and 5" Double-D

* Water proof/Splash proof Coils waterproof to 1m (3') | Control box rain/splash proof

Battery Options Li-Ion (included), 8 × AA Batteries (not included)

Key Technology 45 kHz VLF

"I found my first nugget within an hour; funnily enough it was in 
a detector scrape from previous excursions. All up I found many 
pieces of gold, the deepest being 3 inches in variable hot ground."

Jonathan Porter
Professional Gold Prospector, Australia

http://www.minelab.com

