
     INCREASED DEPTH — 10% more*

   ADJUSTABLE SENSITIVITY — 5-levels 

   RAPID RE-TUNE  — On-demand calibration

   LOST ALARM  — Always at hand

   FERROUS TONE ID  — Sort trash from treasure

   DIF TECHNOLOGY   — Protect performance

     * Compared to PRO-FIND 35
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Technical Specification
Key Technologies VLF, DIF

Target Identification Ferrous Tone ID

Sensitivity Adjustable (5 levels)

Waterproof Waterproof to 3 m (10 ft)

Rapid Retune Yes

Audio Indication On, Off

Vibration indication On, Off

LED flashlight Yes

Battery 9V PP3 (included)

Battery life 20 hours nominal

Length 247 mm (9.7 in)

Weight 188 g (6.6 oz) no battery
234 g (8.3 oz) with battery

Accessories Holster, Lanyard

Warranty 24 months

Please refer to www.minelab.com/warranty-conditions for full warranty terms 
and conditions. Register your product warranty online at register.minelab.com

INCREASED DEPTH
Finely tuned algorithms and circuitry deliver a solid increase in detection depth by 10%* 

making PRO-FIND 40 Minelab’s deepest and most accurate pinpointer.

ADJUSTABLE SENSITIVITY
Five sensitivity levels enable you to precisely adjust for maximum depth and minimum noise 

in all ground conditions.

WATERPROOF
Rugged waterproof design — ideal for beach and river pinpointing. The perfect companion 

for a waterproof detector. 

HIGH VISIBILITY — WITH LOST-ALARM
PRO-FIND 40 pinpointer’s bright red handgrip and lost-alarm feature makes 

it easy to locate your forgotten PRO-FIND 40.

FERROUS TONE ID
Two different responses help you to identify ferrous junk from 

non-ferrous treasure.

DIF TECHNOLOGY
DIF significantly reduces interference with an operating 

detector when PRO-FIND 40 is switched off.
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